


Plastic Modular Belts

About Digwoods
+ 1SO9001 Registered company established over 30
years
« Manufacturing sites in Shropshire and Merseyside

« Services include Design, Manufacture, Installation,
Repair and Refurbishment

« Industries supplied include Food Processing,
Automotive, Die Casting and Recycling
Applications
+ Washing
+ Drying
+ Low Temperature Ovens
« Shrink Wrapping

 Freezer Tunnels

Bottle/Can Handling
« Elevators
« Shrink Wrapping
Features
» Stainless Steel Crossrods for Strength
« Side Chains for Positive Drive
+ Pitch - 25mm, 50mm, 2" & 3"
» Temperature range -30°C to +200°C
« Flights up to 75mm high

Materials — Acetal, Polypropylene, Zytel




Technical Specification

Sidechain
Arrangement

No Sidechain
Arrangement

Welded
~~ Washer
. Selvedge
Split Pinand - .
Washer Selvedge Module width 1
Mesh Width
Chain Track Centres = Mesh Width + 25 mm
Overall Width (with Sidechain) = Mesh width + 67 mm
Overall Width (No Sidechain) = Mesh width + 20 mm
Pitch Module Chain Roller Crossrod
Width Type Diameter Diameter
25 mm 100 mm N/A N/A 5mm
50 mm 75 mm Loose link 25 mm 7 mm
Loose Link /
2" 75 mm 4500 Lb HBP 25 mm 1/4"
3" 150 mm é%%%%mk/ 25 0r 11.9 mm 7 mm

Options Include  Module Material
Crossrod Material
Chain Material
Module Types

Crossflights

Acetal, Polypropylene, Zytel
Stainless Steel, Mild Steel, Plastic
Mild Steel Plated, Stainless Steel
Solid top, Perforated, Slotted

25 mm, 50 mm 75 mm high







